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HARDWARE SPECIHCATIONS PRCDUCT IMAGES

Color: Silver & Grey

Visible Graphic Area: 33.5 x84 (banner)
Attachment Method: Adhesive Channel Strips @Pﬂ’“"‘g”'“g’"gwp
Construction: Carbon Fber & Aluminum e ssrasiomines 1o S
Shipping Weight: 18 Ibs.
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Housing Case: Frame Pole:

Asolid base in which the Attaches firmly in the housing

GRAPHIC SPECIHCATIONS graphic retracts into case providing ackitiorsl
protecting it during support and stability.
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Qaphic Attachment: Durable Garr yCase:
Banners attach securely on Adurable car r gaseis
the Channel Strip sliding easily included that features
into the support pieces car ripg handes and a
maximizing your graphic shoulder strap.
display area.
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ARTWORK SPECIHCATIONS

Graphic specifications for banner include bleeds

The final file for output should be a PRINT Quality
PDF file with a resolutiomexft 1s59e paralOtheépcart half
scale

Other fifatBoare accepted such as JPEG, TIFF
and EPS, keeping in mind the resolution specified ab«

Please call us at 888.221.7226 if you have any questi
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BANNER HOUSING CASE

http://vowmwnsstands-bannerstands.tbm/shoppingcdel. 888.221.7226 or 714.432.722¢
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